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Union Straight

•   Connect tube to tube without brazing.

•   Positioning strip aligns all components for easy insertion of tube.

•   Compatible with all refrigerant gases.

•   No limit on pressure and temperature range due to 
metal to metal sealing technology.

•   Over torque prevention design.

COMPATIBLE WRENCH SIZES

Model

UNST1400

UNST3800

UNST1200

UNST5800

UNST3400

UNST7800

Left Union 
Nut Size

17 mm

22 mm

24 mm

27 mm

32 mm

36 mm

Right Union 
Nut Size

17 mm

22 mm

24 mm

27 mm

32 mm

36 mm

DIMENSION - INCH (MM)

Model

UNST1400

UNST3800

UNST1200

UNST5800

UNST3400

UNST7800

A

0.250 (6.35)

0.375 (9.52)

0.500 (12.7)

0.625 (15.88)

0.750 (19.05)

0.875 (22.22)

B

0.748 (19.0)

 0.984 (25.0)

1.063 (27.0)

1.181 (30.0)

1.417 (36.0)

1.575 (40.0)

C

0.669 (17.0)

0.866 (22.0)

0.945 (24.0)

1.063 (27.0)

1.260 (32.0)

1.417 (36.0)

D

2.091 (53.1)

2.138 (54.3)

2.272 (57.7)

2.472 (62.8)

2.480 (63.0)

2.480 (63.0)

SPECIFICATIONS

Materials of 
construction Aluminum alloy

SIZING OPTIONS

Size

1/4”

3/8”

1/2”

5/8”

3/4”

7/8”

Code

UNST1400

UNST3800

UNST1200

UNST5800

UNST3400

UNST7800

KEY FEATURES

Positioning Strip

Nut
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