
CLEAR ROLL SPECIFICATIONS

Working temp. -10ºC – 65ºC

Colour Clear

1/4” 3/8” 1/2”

Diameter ID (mm) 6 10 12

Diameter OD (mm) 10 14 16

Work Pressure (Bar) 5 5 3

Burst Pressure (Bar) 15 15 9

Fixed length (Metre) 30 30 30

Weight (Kg) 2.01 3.00 3.55

REINFORCED (BRAIDED) ROLL SPECIFICATIONS

Working temp. -10ºC – 65ºC

Colour Clear/Black

1/4” 3/8” 1/2” 5/8”

Diameter ID (mm) 6 10 12 15

Diameter OD (mm) 10 14 16 20

Work Pressure (Bar) 8 8 6 7

Burst Pressure (Bar) 24 24 18 21

Roll Length (Metre) 30 30 30 30

Weight (Kg) 2.01 3.00 3.55 5.55

Flexible, durable and non toxic – we have  
the most extensive range on the market.

Vinyl Tubing

x30m CLEAR ROLLS

x30m REINFORCED (BRAIDED) CLEAR ROLLS

x30m REINFORCED (BRAIDED) BLACK ROLLS

OPTIONS

Size Part No. Pack Qty

1/4” (6mm) AX5200 1

3/8” (10mm) AX5201 1

1/2” (12mm) AX5202 1

OPTIONS

Size Part No. Pack Qty

1/4” (6mm) AX5100 1

3/8” (10mm) AX5101 1

1/2” (12mm) AX5102 1

5/8” (15mm) AX5103 1

OPTIONS

Size Part No. Pack Qty

1/4” (6mm) AX5110 1

3/8” (10mm) AX5111 1

1/2” (12mm) AX5112 1

5/8” (15mm) AX5113 1

EN

For further details please refer to 
our website aspenpumps.com

73xtra@aspenpumps.com +44 (0)1323 848842aspenpumps.com
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